DECLARATION OF PERFORMANCE

According Annex III of REGULATION (EU) No. 305/2011
(Regulation for Construction Products)

No. 001-14

1. Unique identification code of the product-type:

   PSI Rubber Steel Flange Gasket Type G-S-S, KFD-NBR

2. Type, batch or serial number or any other element allowing identification of the construction product as required pursuant to Article 11(4):

   NBR GAS- EN 682-1 - GBL

3. Intended use or uses of the construction product, in accordance with the applicable harmonised technical specification, as foreseen by the manufacturer:

   Elastomeric Seals in pipes and fittings carrying gas and hydrocarbon fluids

4. Name, registered trade name or registered trade mark and contact address of the manufacturer as required pursuant to Article 11(5):

   PSI Products GmbH
   Ulrichstraße 25
   D-72116 Mössingen

5. Where applicable, name and contact address of the authorised representative whose mandate covers the tasks specified in Article 12(2):

   not relevant

6. System or systems of assessment and verification of constancy of performance of the construction product as set out in Annex V:

   System 4

7. In case of the declaration of performance concerning a construction product covered by a harmonised standard:

   DIN EN 682-1:2006-10
   Elastomeric Seals - Materials requirements for seals used in pipes and fittings carrying gas and hydrocarbon fluids

   performed DVGW CERT GmbH, NG-5113BP0468 under system DIN EN 682-1 (01.05.2002) and DVGW VP 406-A 7 (01.12.2004).
(description of the third party tasks as set out in Annex V) and issued:

DIN-DVGW Type Examination, Expiry Date 04.06.2019 / 14-0738-GNV

8. In case of the declaration of performance concerning a construction product for which a European Technical Assessment has been issued:

   not relevant

9. Declared performance

<table>
<thead>
<tr>
<th>Essential Characteristics</th>
<th>Performance</th>
<th>Harmonised Technical Specification</th>
</tr>
</thead>
<tbody>
<tr>
<td>Hardness</td>
<td>70</td>
<td>EN 682-1</td>
</tr>
<tr>
<td>Temperature range</td>
<td>-15 ... +50 °C</td>
<td>EN 682-1</td>
</tr>
<tr>
<td>Type</td>
<td>GBL</td>
<td>EN 682-1</td>
</tr>
</tbody>
</table>

10. The performance of the product identified in points 1 and 2 is in conformity with the declared performance in point 9. This declaration of performance is issued under the sole responsibility of the manufacturer identified in point 4.

Signed for and on behalf of the manufacturer by:

Marcus Viglahn
General Manager

Moessingen, December, 04th 2017